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Packaged Details
Product Weight Packed Size*

PM-AK-01 10kgs 71cm x 25cm x 13cm

*packed size varies depending on quantity and accessories ordered

meetpat Accessories

Product Description

Product Specifications & Inclusions
Tapware/ 
Sensor

Infrared sensor with impact resistant lens. 
Located at end of drinking fountain. 
4x AA batteries. 100,000 activations 
(2-3 years for battery life)

Body SU304 stainless steel

Nozzle SU316 stainless steel

Water Pressure Max. 500kPa operating pressure (5 bar)
Min. 120kPa operating pressure (1.2 bar)

Flow Rate 1.7L per minute (pressure dependent)

Working Temp. 1˚C minimum 
38˚C maximum

Supply Line Press fit 1/4”tube. Connect direct to PM-RS-03

Drainage 40mm diameter PVC

Finished Size 44cm x 9cm x 13cm

Warranty 3 year standard. 
10 year structural warranty on stainless 
steel frame construction. 
Refer meetpat product warranty for full T&Cs.

Drinking Fountain Kit PM-AK-01

The drinking fountain kit* is manufactured in a cast 
stainless steel body with a self draining system, to 
eliminate stagnant water and bacteria.

Combining touch free technology with lead free plumbing 
and anti-bacterial stainless steel nozzles. The product is 
DDA and ADA compliant and provides accessible, healthy 
drinking water for all users.

*Maximum of 2 per water station


