Service Schedule Parts Listing

Legacy Permanent (2015-2022)
Version 1.0

Meet pat.

Parts List Yearly Service 5 Yearly Service
1 [EX-107-000-00 Permanent Blank Extrusion - Top or Bottom B g™ Nothing required Nothing required
2 |AS-PA-SL-00-00 Solar Light Assembly @ Nothing required Inspect Check lighting is working, replace if not functioning
3 |MA-148-000-00 Refill Station Backing Panel - 4mm Polypropylene Nothing required Nothing required
4 |AS-PA-WS-01-00 Water Window Surround Kit — ASA 1\ Inspect If any corrossion on discolouring is visiable the Replace Inspect If any corrossion on discolouring is visiable the Replace
L | | | e | e
6 [PL-501-000-00 Press Button Tap Cartridge .:l' Inspect If not functioning or leaking, replace Replace
7 |PL-301-000-00 Stem Elbow 1/4" - 1/4" j ¢ Inspect If any leaks visiable then replace Inspect If any leaks or functionality issues then replace
8 |MA-149-000-00 Bubbler Arm Backing Panel - 4mm Polypropylene ’ Nothing required Nothing required
9 [PL-502-000-00 Pressure Limiting Valve PLV - 350KPA L»);)v Inspect If any leaks or functionality issues then replace Inspect If any leaks or functionality issues then replace
10 |PL-309-000-00 Female Connector (BSP Thread) 1/4" x 1/2" Pl Inspect If any leaks or functionality issues then replace Inspect If any leaks or functionality issues then replace
11 [AS-PM-SL-01-00 Plumbing Supply Line Assembly — Legacy \q Inspect If any leaks or major discolouration then replace Replace
12 [DR-002-000-00 Waterless Trap - 40mm ‘(LM,M&) Inspect Ensure no blockage and draining correctly. Clean/clear if required. Inspect Ensure no blockage and draining correctly. Clean/clear if required.
13 |PL-503-000-00 Inline Flow Sensor Permanent - Legacy m Inspect If flow meter not recording and not working correctly then replace Inspect If flow meter not recording and not working correctly then replace
14 (PL-304-000-00 Equal Divider 1/4" }{4 st Inspect If any leaks or functionality issues then replace Inspect If any leaks or functionality issues then replace
15 |AS-PA-BU-01-00 Stainless Steel Button Assembly — Legacy \& Inspect If not working or missing then replace Inspect If not working or missing then replace
16 [MA-109-000-00 MK2 Stainless Steel Button Cap \i Inspect If not working or missing then replace Inspect If not working or missing then replace
17 |PL-605-000-00 Carbon Filter - 1/4" Quick Connect Fittings — Legacy S e Replace Replace
CA-103-000-01 Corner Casting Nothing required Nothing required
AS-PA-BP-00-00 Battery Pack Assembly Inspect If there is any visible corr(?{:ir(r):irc:zl‘;hti:enrs;gfazzthe battery pack or on the Replace
AS-PM-FK-01-00 Fastener Kit - Legacy Inspect Replace any missing screws Inspect Replace any missing screws
AS-PA-VA-01-00 Solenoid Valve Assembly Inspect Ifnot working, do|ffur:]cffii§r:]:(l)iz1g?:vzkr.k?negp':szﬁ :)ea;;c:(r:i:.s, check Sesnsor. Replace
PL-201-000-00 JG LLDPE 1/4" Tube - 1 Meter Length (m Inspect Replace
e N e I My o
AS-PA-SE-01-00 Drinking Fountain Sensor Assembly *, O.J Inspect If not working, do functionality check. Replace batteries, check Solenoid Inspect If not working, do functionality check. Replace batteries, check Solenoid

Valve Assembly. If no light or not working then replace.

Valve Assembly. If no light or not working then replace.

AS-PA-SK-01-00

Sensor Kit Pack — Legacy - UPGRADE

Nothing required

Nothing required

AS-PM-ST-01-00

Permanent Solar Top Assembly - UPGRADE

Nothing required

Nothing required
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Parts List Yearly Service 5 Yearly Service
1 [AS-PA-SL-00-00 Solar Light Assembly vﬂ Nothing required Inspect Check lighting is working, replace if not functioning
2 |CA-103-000-01 Corner Casting - Silver Lode g Nothing required Nothing required
3 [MA-127-000-01 Top Backing Panel - 4mm Polypropylene Nothing required Nothing required
If not working, do functionality check. Replace batteries, check Sesnsor.
4 |AS-PA-VA-01-00 Solenoid Valve Assembly Inspect working, do functionafity nep ' Replace
If no light or not working then replace.
If there is any visible corrosion on the inside of the battery pack or on the
5 |AS-PA-BP-00-00 Battery Pack Assembly Inspect y , P Replace
terminals the replace
6 PL-315-000-00 Neoperl Honeycomb Aerator-nozzle 7 Inspect If not functioning or leaking, replace Replace
7 AS-PA-WS-01-00 |Water Window Surround Kit — ASA { \ Inspect If any corrossion on discolouring is visiable the Replace Inspect If any corrossion on discolouring is visiable the Replace
8 AS-PA-CP-00-00 Cover Plate Assembly '\\\ Nothing required Nothing required
9 [DR-002-000-00 Waterless Trap - 40mm =% <) Inspect Ensure no blockage and draining correctly. Clean/clear if required. Inspect Ensure no blockage and draining correctly. Clean/clear if required.
10 |AS-PM-FH-01-00 Permanent Filter Head Assembly 1 Inspect If any leaks or functionality issues then replace Inspect If any leaks or functionality issues then replace
11 [PL-602-000-00 Pentair - Port Plug ,_, Nothing required Nothing required
12 |AX-FR-01 Water Filter i Replace Replace
13 (LB-104-000-00 MP Logo Badge Nothing required Nothing required
If not working, do functionality check. Replace batteries, check Solenoid If not working, do functionality check. Replace batteries, check Solenoid
14 |AS-PA-SE-00-00 Bottle Refill Sensor Assembly Q.J Inspect working Hnetl v . P . ! ! Inspect working unet v . P . ! I
' Valve Assembly. If no light or not working then replace. Valve Assembly. If no light or not working then replace.
15 |FB-108-000-00 Drinking Fountain Kit - Drain Pressing _ Inspect Ensure no blockage and draining correctly. Clean/clear if required. Inspect Ensure no blockage and draining correctly. Clean/clear if required.
If not working, do functionality check. Replace batteries, check Solenoid If not working, do functionality check. Replace batteries, check Solenoid
16 |AS-PA-SE-01-00 Drinking Fountain Sensor Assembly ’ Q'J Inspect g y ] P ) Inspect g y ] P .
v Valve Assembly. If no light or not working then replace. Valve Assembly. If no light or not working then replace.
17 [CA-107-000-00 Drinking Fountain Kit - End Cap lf Nothing required Nothing required
18 [PL-404-000-00 R Series Universal Flow Meter - 2 Pin Reed Switch Sensor a%iz Inspect If flow meter not recording and not working correctly then replace Inspect If flow meter not recording and not working correctly then replace
19 (PL-403-000-00 R Series Universal Filter - Grey Mesh Inspect Clean filter. Inspect Clean filter.
20 |PL-402-000-00 R Series Universal Pressure Restrictor - 4 Bar Inspect If not fuctioning or working correctly then replace Inspect If not fuctioning or working correctly then replace
Check allinternal plumbing lines. If any leaks or major discolouration
PL-201-000-00 JG LLDPE 1/4" Tube - 1 Meter Length Inspect P g y : Replace

then replace
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Parts List Yearly Service 5 Yearly Service
1 CA-115-000-00 Dog Bowl Button Casting Inspect If missing replace. Inspect If missing replace.
2 FA-231-000-00 M12 x 25mm Countersunk Inspect If missing replace. Inspect If missing replace.
3 CA-114-000-00 Dog Bowl — Lid Casting Nothing required Nothing required
4 AS-DB-MA-02-00 Dog Bowl — Mechanism Assembly -E‘“’ Inspect If not working, do functionality check. Inspect Ifnotworking, do functionril(iet;/t;le;\llfi;?)lacement Is required call
5 PL-501-000-00 Press Button Tap Cartridge .:.,’ Inspect If not functioning or leaking, replace Replace
6+7 AS-DB-SK-01-00 Dog Bowl Seal Kit Inspect If not functioning or leaking, replace Replace
8 AS-DB-BK-02-00 Dog Bowl — Bush Kit "00--03“5. Inspect If not functioning or leaking, replace Replace
9 MA-111-001-00 Dog Bowl — Gas Strut 125N / Inspect If not functioning, replace Replace
PL-201-000-00 JG LLDPE 1/4" Tube - 1 Meter Length Inspect Check allinternal plumbing lines. If any leaks or major discolouration selae

then replace
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